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2004 2102-50

Grading

Concrete Surface

Sewer, Utility Improvements

66'

60' 8.5" Doweled Concrete

0.738 Mi.

44

2102

29

4B

Douglas

Ref. Pt.  071+00.007 - 080+00.748

Signal System A2102-481996

C

M

M972481997 Aggregate Seal

0.529 Mi

M

M984581998 Bit. Milling & Overlay 2" Spec. 2350

1.206 Mi

M

1999 M99221 Crack Repair 

3.199 Mi

VAR.

M

2000 8824-20 Bit. Crack Sealing Spec. 3720

1.963 Mi

3.276 Mi

S

2001 Bituminous Seal F28824-25

2012 2102-54

Grading

24' 1.5"

3"24'

Milling

Bit. Overlay Spec. 2360

4.493 Mi.

5.745 Mi.

2012 2102-60

Milling

Bit. Overlay

24'

24'

2"

3.5" Spec. 2360
2.644 Mi. 0.540 Mi

Pope/Douglas Co. Line- W. Jct. T.H. 52 in Alexandria

1  MI.
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UNINCORPORATED

RDWY. MI. BR. MI.

INCORPORATED

RDWY. MI. BR. MI.

RURAL

RDWY. MI. BR. MI.

URBAN

RDWY. MI. BR. MI.


