


2 2

8480

94

Wilkin

4A

M

1991 SF Bit. Overlay

Right Shoulder

10' 1" Spec. 2341

1• MI.

C

1993 8480-26

Grading

Bit. Surfacing

46'

33' 4"

Agg. Base 42' 3" Class 5

C

1994 8480-27

Grading

Drainage

Bit. Surfacing

45'

33' 2"

24' 1"

Bit. Overlay

C

1995 8480-29 27' Var. Spec. 2331, 2347

C

1997 8480-31

Drainage

Grading

Agg. Base

33'

45'

41'

4"

3" Class 5

C

1998 8480-30

Drainage

Concrete Doweled

Agg. Base

34' 1"

27' 8"

4•" 5"

Contraction Joint Spacing 15'

Class 5

6.23 Mi.

2000 8480-28

Drainage

Concrete Overlay

Bit. Overlay

33' 1"

27' 8"

33' 3" Spec. 2350

Contraction Joint Spacing 15'

M

1998 8824-06 Major Crack Repair

2011 8480-33

Milling

Bit. Overlay 24'

24'

3•"

3•"

Spec. 2360

EB

EB

EB

EB

EB

EB

WB

WB

WB

S

S

2015 8824-127 Spec. 2360Bit. Surfacing (Ramps) 26' 4"

0.284 Mi.

5.402 Mi.

1.027 Mi.
1.027 Mi.

3.974 Mi.

1.027 Mi.

4.804 Mi.

S

S

8824-1562018

Bit. shldr reconst.

Milled rumble strips

WB

EBsinusoidal

Milled Bit. surface 4"var.

var.

var.

8", 12"

Ref. Pt.  027+00.026 - 038+00.257

Clay/Wilkin Co. Line - Wilkin/Otter Tail Co. Line

6.23 Mi.

5.396 Mi.

0.273 Mi.

1.029 Mi.
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YEARS

FROM TO

TOTAL

MILES

UNINCORPORATED

RDWY. MI. BR. MI.

INCORPORATED

RDWY. MI. BR. MI.

RURAL

RDWY. MI. BR. MI.

URBAN

RDWY. MI. BR. MI.


